




Salvage timber can be sourced from head of trees which have been harvested for mill 
logs.  Also trees which are of poor quality, such as being crooked, have blood rings, 
also non-commercial species like Bloodwood and Moreton Bay ash which are 2.1 m 
in length, and only have 15 cm small end diameter can be used as salvage timber. The 
price for this timber is not very high as it is used in underground mining; but gives 
return than having to pay for a thinning contractor.
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Fencing timber  mainly ironbark is processed from all sizes of trees from the smallest 
10–15 cm diameter top with a minimum length 2.1 m for round posts. Yard posts can 
vary between 25–40 cm diameter top with length 2.4 m and longer. Split posts can 
be cut from head logs and poorer quality stems, split post measurement usually 
12.5–15 cm small end diameter with a length of 2.1 m. The durability of ironbark 
allows it to last along time in the ground and does not need any treatment.

Management

While it is difficult to get one sawmill to harvest all of the products in one operation, 
the easiest way  to negotiate product specifications, have a sample load cut and snug 
to a log dump, then have a purchaser inspect the product before haulage. A timber 
sale agreement giving product specifications and agreed price per cubic metre (m³) 
be signed by all parties to avoid any misunderstanding.

A contractor can harvest all products at the same time, with an agreement that they 
will be given a bonus as an incentive, providing all the timber is used to its maximum 
potential. The harvesting area has been rehabilitated after logging, including 
drainage of tracks and log dumps are covered by debris that has been pushed aside 
during harvesting.

Landholders who have suitable skills and equipment can achieve higher timber value 
by doing all or part of the harvest operations such as cut, snig and haul timber. 

Trees not required for future forests and not needed for recruitment or habitat trees 
can be thinned by stem injection. 
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